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Designated bike facilities are becoming more popular in both 

residential and commercial buildings. Include a Dero Fixit in 

your bike room or outside your building. The Dero Fixit makes 

it easy for anyone to keep rolling with a basic repair stand, 

durable air pump, and basic tools. Show that your property or 

business is bike friendly and ensure that your residents, staff 

or clients are ready to ride with the Dero Fixit.

Let us know if you would like to use the flat crosspiece as an 

ideal location for a customized graphic or advertising space.

•	Repair stand holds nearly any bike
•	Includes easy to use air pump
•	Basic tools to make minor adjustments
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FIXIT Specifications and Space Use

Dero Fixit
As manufactured by Dero Bike Racks

1 Bike

Main body: 2” pipe.
Tool holder: 3/16” steel.
Feet:  8”diameter x.25” steel.
Tool tethers: 3/16” stainless steel cable.
Manual air pump.
Hand tools: 

Philips and flat head screwdrivers
2, 2.5, 3, 4, 5, 6, 8mm Allen wrenches
Torx wrench
Headset wrench
Pedal wrench
8, 9,10, and 11mm box wrenches
Two tire levers

An after fabrication hot dipped galvanized finish is our 
standard option.  250 TGIC powder coat colors are also 
available.

Our powder coat finish assures a high level of adhesion 
and durability by following these steps:
1. Sandblast
2. Epoxy primer electrostatically applied
3. Final thick TGIC polyester powder coat

Foot Mount has two 8” diameter x.25” feet with three 
anchors per foot.

Wall Setbacks:
The back of the Fixit should be 12” from wall.  Both sides 
of the Fixit should be at least 36” from walls or other 
obstructions. No part of the Fixit should protrude into a 
walkway, bike lane, or common area.

Street Setbacks:
For Fixits running parallel to the street, a 96” setback is 
recommended. For Fixits installed perpendicular to the 
street, a 60” setback is the minimum.
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FIXIT Installation Instructions - Surface Mount

Tools Needed for Installation

Tape Measure
Marker or Pencil
Masonry Drill Bit
Drill (Hammer drill recommended)
Hammer
Wrench 9/16”
Level

Recommended Base Materials:

Solid concrete is the best base material for installation. To ensure 
the proper anchors are shipped with your rack, ask your Dero Rack 
representative which anchor is appropriate for your application. Be 
sure nothing is underneath the base material that could be damaged 
by drilling.

Installation:

3/8” anchors are shipped with the rack.  Place the rack in the desired 
location.  Use a marker or pencil to outline the holes of the flange onto 
the base material.  Drill the holes in accordance with the specifications 
shipped with the anchors.  Make sure the holes are at least 3” away 
from any cracks in the base material.  Use washers to level rack if 
necessary.  Tap in anchors and follow your specific anchor instructions 
provided with the rack.

Tamper Resistant Fasteners

The concrete spike is a permanent anchor.  The top of the wedge anchor 
can also be pounded sideways after installation so that it cannot be 
removed.  Other tamper resistant fasteners are also available for purchase.

When using the special tamper resistant nuts, always set and first tighten 
the anchors.  Once the rack is installed, replace two nuts from the bracket 
(opposite sides from each other) with the tamper resistant fastener.  DO 
NOT OVERTIGHTEN the tamper resistant nut.

If you have any questions about installation or other features of the 
Fixit, please call us toll free at 1-800-298-4915

Breakaway Nut Stainless Tamper-
Proof Nut

Triple-slot Nut

Concrete Spike

1 2

3 4

Mark holes

Drill hole 
3” Deep

Use washers 
to level rack

(Anchors will vary according 
to install surface)

Standard Anchor Types

Concrete Spike Wedge Anchor Titen Anchor
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FIXIT Tool Set

2, 2.5, 3, 4, 5, 6, 8mm
Allen wrenches

Flathead
Screwdriver

Philips
Screwdriver

Torx WrenchTire Lever

8, 10 mm
box wrench

9, 11 mm
box wrench

15, 32 mm
box wrench

Tire Pump


